AAIN MASTER

CONTROL SYSTEMS

RAIN MASTER™ TWICE 2-WIRE « LOOP CONFIGURATION

Decoder Options

TW-D-1 Kit Twice Single Valve Decoder

TW-D-2 Kit Twice Dual Valve Decoder

TW-D-3 Kit Twice Quad Valve Decoder

Maximum

Controller

Loop Configuration

Internal
Lightning
Arrestor

Wire Total Loop Distance to
Gauge Length (feet) furthest valve (ft)
TW-CAB-14 10,000 5,000

)

600 Feet
[

Maximum 600 feet between Lightning Arrestors

. 2
Decoder/
Valve
TW-LA-1
Lightning
Arrestor
- A 4
5/8"x 8’ \ @l Dc\e/c?der/
Copper A gve
Clad
Ground
Rod TW-LA-1
Lightning
Arrestor <
V
Ground

N

Maximum

|

Decoder/
Valve

TW-LA-1
Lightning
Arrestor

Ground

600 Feet

Ground

»
>

TW-LA-1
Lightning
Arrestor

L

O t
. 4
Maximum ——

600 Feet

Irritrol Part No. 500545 Rev. B

Decoder/
Valve

D

ecoder/
Valve

Decoder/
Valve

Irritrol



